## Accessory Compatibility

### Connectors

<table>
<thead>
<tr>
<th></th>
<th></th>
<th></th>
<th></th>
<th></th>
<th></th>
<th></th>
<th></th>
</tr>
</thead>
<tbody>
<tr>
<td>XFL 2-pin block connector, 10mm strip to wire or 10mm strip to strip.</td>
<td>XFL 2-pin block connector, 10mm strip to wire or 10mm strip to strip.</td>
<td>XFL 2-pin connector, 10mm strip to 10mm strip.</td>
<td>XFL 2-pin splice connector, 10mm strip to 10mm strip.</td>
<td>XFL 2-pin connector, 10mm strip to 10mm strip.</td>
<td>XFL 3-pin connector, 10mm strip to 10mm strip.</td>
<td>XFL 3-pin connector, 10mm strip to wire.</td>
<td>XFL 3-pin connector, 10mm strip to 10mm strip.</td>
</tr>
<tr>
<td>Compatibility</td>
<td>Compatibility</td>
<td>Compatibility</td>
<td>Compatibility</td>
<td>Compatibility</td>
<td>Compatibility</td>
<td>Compatibility</td>
<td>Compatibility</td>
</tr>
<tr>
<td>SW</td>
<td>HD</td>
<td>FS</td>
<td>DW</td>
<td>SW</td>
<td>HD</td>
<td>FS</td>
<td>DW</td>
</tr>
</tbody>
</table>

### XLA-C29 - IP22
XFL 2-pin Solid Lock connector, 10mm strip to 10mm strip.

### XLA-C30 - IP22
XFL 3-pin connector, 10mm strip to wire.

### XLA-C31 - IP22
XFL 3-pin Beetle Clip connector, 10mm strip to wire.

### XLA-C32 - IP22
XFL 3-pin Beetle Clip connector, 10mm strip to wire.

### XLA-C33 - IP22
XFL 3-pin IP67 connector, 10mm strip to wire.

### XLA-C34 - IP67
XFL 2-pin IP67 connector, 10mm strip to 10mm strip.

### XLA-C35 - IP67
XFL 2-pin IP67 connector, 10mm strip to wire.

### Compatibility

<table>
<thead>
<tr>
<th></th>
<th></th>
<th></th>
<th></th>
<th></th>
<th></th>
<th></th>
</tr>
</thead>
<tbody>
<tr>
<td>Compatibility</td>
<td>Compatibility</td>
<td>Compatibility</td>
<td>Compatibility</td>
<td>Compatibility</td>
<td>Compatibility</td>
<td>Compatibility</td>
</tr>
<tr>
<td>FS</td>
<td>FS</td>
<td>FS</td>
<td>FS</td>
<td>FS</td>
<td>FS</td>
<td>FS</td>
</tr>
</tbody>
</table>

### XLA-C28 - IP67
XFL mounting clips for 10mm strip.

### XLA-M28 - IP67
XFL mounting clips for 10mm strip.

### Compatibility

<table>
<thead>
<tr>
<th>XLA-M28 - IP22</th>
<th>XLA-M28 - IP67</th>
</tr>
</thead>
<tbody>
<tr>
<td>Compatibility</td>
<td>Compatibility</td>
</tr>
<tr>
<td>SW</td>
<td>HD</td>
</tr>
</tbody>
</table>

---

*All data has a +/- 5% tolerance.

**Field modifications and installation must comply with all local and national codes as well as Xicato’s installation methods, see xicato.com for more information.

***Manufacturer retains the right to change specification information at any time.